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The following requirements for a subcontractor injury and illness prevention plan (IIPP) are in addition to 
those found in Cal/OSHA regulations (8 CCR 1509 and 8 CCR 3203). These additional requirements serve 
to make the IIPP compliant with the Department of Energy (DOE) Worker Safety and Health Program (10 
CFR 851). Subcontractors have the option to adopt SLAC’s 851-compliant IIPP or to submit their own 
851-compliant IIPP to SLAC for review and approval. If adopting SLAC’s IIPP, subcontractors do no need 
to revise or update their own IIPPs but do need to comply with the other requirements below.  

 

Citation Topic Additional Requirement 

10 CFR 851.10(b)(2) DOE compliance The subcontractor IIPP will document how the subcontractor will 
comply with any compliance order issued by the DOE under 
Subpart A of 10 CFR 851. 

10 CFR 851.11(c) IIPP maintenance Subcontractors will review their IIPPs annually and submit any 
significant changes to their SLAC project manager/point of contact 
for review and approval. 
Subcontractors must submit an annual update to their IIPPs to their 
SLAC project manager/point of contact for approval or provide a 
letter stating that no changes are necessary in the currently 
approved IIPP. 
Subcontractors must incorporate in their IIPPs any changes, 
conditions, or workplace safety and health standards directed by the 
DOE, consistent with the requirements of this part and DEAR 
970.5204–2, “Laws, Regulations and DOE Directives” (December, 
2000) and associated contract clauses. 

10 CFR 851.11(d) Collective bargaining If subcontractors employ or supervise workers who are represented 
for collective bargaining by a labor organization, the subcontractors 
must 
 Give the labor organization timely notice of the development and 

implementation of the IIPP and any updates thereto 
 Upon timely request, bargain concerning implementation of this 

part, consistent with federal labor laws 

10 CFR 851.20(a)(2) Worker qualifications Subcontractors must use qualified worker safety and health staff (for 
example, a certified industrial hygienist or safety professional) to 
direct and manage their IIPP implementation. 

10 CFR 851.20(a)(9) 
10 CFR 851.20(b)(9) 

Stop work authority The subcontractor IIPP must include established procedures to 
permit workers to stop work or decline to perform an assigned task 
because of a reasonable belief that the task poses an imminent risk 
of death, serious physical harm, or other serious hazard to workers, 

https://esh.slac.stanford.edu/general/subcontractor/
https://www-internal.slac.stanford.edu/esh/docreview/reports/revisions.asp?ProductID=727
https://www-group.slac.stanford.edu/esh/eshmanual/references/subcontractorReqIIPP.pdf
https://www.dir.ca.gov/Title8/1509.html
https://www.dir.ca.gov/Title8/3203.html
http://www.ecfr.gov/cgi-bin/text-idx?SID=46889cf77eea731261b1f8f44b03432b&mc=true&node=ap10.4.851_145.a&rgn=div9
http://www.ecfr.gov/cgi-bin/text-idx?SID=46889cf77eea731261b1f8f44b03432b&mc=true&node=ap10.4.851_145.a&rgn=div9
https://esh.slac.stanford.edu/iipp/
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Citation Topic Additional Requirement 
in circumstances where the workers believe there is insufficient time 
to utilize normal hazard reporting and abatement procedures. 
Subcontractors must advise their workers of their right to use this 
stop work authority. 

10 CFR 851.20(b)(1) Worker participation The subcontractor IIPP must include the provision that workers have 
the right, without reprisal, to participate in activities described in the 
IIPP on official time (for example, following safe work practices, 
training and retraining). 

10 CFR 851.20(b)(2)(ii) 
and (iii) 

IIPP accessibility The subcontractor IIPP and related documents (standards, controls, 
and procedures) must be accessible to workers and the method for 
access must be specified in the IIPP. 

10 CFR 851.21 Exposure / hazard 
analysis / feedback 

The subcontractor IIPP must  
 Stipulate that records pertaining to employee exposures at a 

DOE job site must be kept for the length of employment plus 75 
years  

 Include details on procedures for identifying and evaluating work 
place hazards through routine job activity-level hazard analyses 

 Contain details on how feedback and continuous improvement 
are incorporated into safety-related activities 

10 CFR 851.22(b) Hazard control 
hierarchy 

The subcontractor IIPP must include a standard hierarchy of 
controls that will be followed to mitigate hazards: 
1. Elimination or substitution of the hazards where feasible and 

appropriate 
2. Engineering controls where feasible and appropriate 
3. Work practices and administrative controls that limit worker 

exposures 
4. Personal protective equipment 

10 CFR 851.22(c) Hazard control The subcontractor IIPP must specify how hazards are addressed 
when selecting or purchasing equipment, products, and services. 

10 CFR 851.23(a) Consensus standards The subcontractor IIPP must incorporate requirements from the 
following standards, as applicable: 
 ACGIH ‘‘Threshold Limit Values for Chemical Substances and 

Physical Agents and Biological Exposure Indices’’ (2016) 
 ANSI Z88.2, “American National Standard Practices for 

Respiratory Protection” (2015) 
 ANSI Z136.1, “Safe Use of Lasers” (2014) 
 ANSI Z49.1, “Safety in Welding, Cutting and Allied Processes”, 

sections 4.3 and E4.3 (2012) 
 NFPA 70, “National Electrical Code” (2017) 
 NFPA 70E, “Standard for Electrical Safety in the Workplace” 

(2015) 
Note: Following these standards does not relieve subcontractors 
from complying with any additional specific safety and health 
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Citation Topic Additional Requirement 
requirement they determine to be necessary to protect the safety 
and health of workers. 

10 CFR 851.26(a)(1) Records The subcontractor IIPP must state that records of work- related 
employee illness and injuries will be kept for the length of 
employment plus 75 years in accordance with DOE directives. 

10 CFR 851.26(a)(4) Records Subcontractors must incorporate into their IIPPs that they will not 
conceal nor destroy any information concerning non-compliance or 
potential non-compliance with requirements of Cal/OSHA and 10 
CFR 851. 

10 CFR Appendix A, 1 Job safety analysis / 
designated 
representative / site-
specific safety plan 

Subcontractors must stipulate in their IIPPs that they will submit 
their job hazard/job safety analyses (JSAs) to the SLAC field 
construction/service manager for approval. This includes analysis 
for hazards revealed by supplemental site information provided by 
the field construction/service manager. 
Subcontractors for high-risk service and construction work must 
state that they will have a designated representative on the work 
site who is knowledgeable of the project’s hazards and has full 
authority to act on behalf of the subcontractor. This representative 
must make frequent and regular inspections of the work site to 
identify and correct any instances of non-compliance with project 
safety and health requirements. 
Subcontractors for high-risk service and construction work must 
acknowledge that they will prepare a written site-specific safety plan 
(SSSP) to implement the requirements of this document in addition 
to their IIPP. Details on SSSP content can be found here: 
Subcontractor Safety: Site-specific Safety Plan Content and 
Approval Form. 

10 CFR 851 Appendix 
A, 3 

Explosives Subcontractors must establish and implement a comprehensive 
explosives safety program for the use of explosives, including 
powder actuated charges, if used on the job site. This must be 
stated in the IIPP. 

10 CFR 851 Appendix 
A, 4 

Pressure systems Subcontractors must establish in their IIPPs safety policies and 
procedures to ensure that pressure systems are designed, 
fabricated, tested, inspected, maintained, repaired, and operated by 
trained and qualified personnel in accordance with applicable and 
sound engineering principles. 
Subcontractors must ensure that all pressure vessels, boilers, air 
receivers, and supporting piping systems conform to the applicable 
American Society of Mechanical Engineers (ASME) boiler and 
pressure vessel codes (BPVC) and the strictest applicable state and 
local codes. 
When conformance to the requirements of these consensus codes 
is neither possible nor feasible, measures must be implemented to 
provide equivalent protection at a level of safety comparable to that 
achieved by complying with the requirements of these national 
consensus codes. An alternate pressure systems qualification 
process, documented in the SLAC Environment, Safety and Health 

https://www-group.slac.stanford.edu/esh/eshmanual/references/subcontractorFormSSSP.pdf
https://www-group.slac.stanford.edu/esh/eshmanual/references/subcontractorFormSSSP.pdf
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Citation Topic Additional Requirement 
Manual, Chapter 14, "Pressure Safety", will be used to provide a 
method of qualifying pressure systems that includes engineering 
evaluation, peer review, and management concurrence tailored to 
the complexity of the system, risks, and consequence of a failure. 

10 CFR 851 Appendix 
A, 6 

Industrial hygiene The subcontractor IIPP must include a comprehensive industrial 
hygiene program, including coordination with cognizant occupational 
medical, environmental, health physics, and work planning 
professionals. 

10 CFR 851 Appendix 
A, 8 

Occupational health Subcontractors will make comprehensive occupational medicine 
services available to their workers as required by California 
regulations and by any contractual obligations with SLAC. This will 
be included in the subcontractor IIPP. 

10 CFR 851 Appendix 
A, 9 

Motor vehicles The subcontractor IIPP must include a motor vehicle safety program 
to protect the safety and health of all drivers and passengers in 
motor vehicles and powered industrial equipment (fork trucks, 
tractors, platform lift trucks, and other similar specialized equipment 
powered by an electric motor or an internal combustion engine). 
Subcontractors must tailor their motor vehicle safety program to 
SLAC, based on an analysis of the needs at SLAC. 
The motor vehicle safety program must address, as applicable to 
the contractor’s operations: 
 Minimum licensing requirements (including appropriate testing 

and medical qualification) for personnel operating motor 
vehicles and powered industrial equipment 

 Requirements for the use of seat belts and provision of other 
safety devices 

 Training for specialty vehicle operators 
 Requirements for motor vehicle maintenance and inspection 
 Uniform traffic and pedestrian control devices and road signs 
 On-site speed limits and other traffic rules 
 Awareness campaigns and incentive programs to encourage 

safe driving 
 Enforcement provisions 

10 CFR 851 Appendix 
A, 10 

Electrical Subcontractors must implement a comprehensive electrical safety 
program appropriate for their activities at SLAC. This program must 
meet the applicable electrical safety codes and standards (NFPA 70 
and NFPA 70E) and other SLAC requirements. 

 

https://esh.slac.stanford.edu/hazardous_activities/pressure/
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